
Distribuita

719.3 0.35

822.0 0.4

924.8 0.45

1027.5 0.5

1130.3 0.55

1191.9 0.58

1233.0 0.6

1335.8 0.65

1438.5 0.7

1644.0 0.8

2055.0 1

381.5 0.35

436.0 0.4

490.5 0.45

545.0 0.5

599.5 0.55

632.2 0.58

654.0 0.6

708.5 0.65

763.0 0.7

872.0 0.8

1090.0 1

241.5 0.35

276.0 0.4

310.5 0.45

345.0 0.5

379.5 0.55

400.2 0.58

414.0 0.6

448.5 0.65

483.0 0.7

552.0 0.8

690.0 1

160.1 0.35

232.8 0.4

263.1 0.45

292.4 0.5

321.6 0.55

339.2 0.58

350.8 0.6

380.1 0.65

409.3 0.7

467.8 0.8

584.7 1

103.9

122.5

151.3

185.7

229.8

287.3

219.2

271.2

339.0

W-35 24.4 2.5

38.0

48.5

54.5

86.4

W-35 36.8 2

45.0

57.2

64.4

102.0

122.6

144.5

178.5

144.6

170.6

210.6

258.6

320.0

400.0

408.6

532.3

758.6

W-35 43.4 1.5

57.7

67.5

75.9

120.3

W-35 64.6 0.6

73.8

106.7

120.0

190.1

228.5

269.5

332.8

Tabla cutata Wetterbest®

Incercari conform Anexa B, SR EN 14782:2006

W-35

Distanta de rezemare pentru diferite incarcari Grosime   

(mm)

Distanta 

longitudinala 

intre 

reazeme     

[m]

                                      Sarcina(daN)                                                                                                              

Concentrata                            


