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Metallic roofing tile 

Wetterbest® Cardinal 

The new profile of Wetterbest® Cardinal metallic 

roofing tile Wetterbest® Cardinal is the newest profile of 

metallic roofing tile in the Wetterbest® portfolio. Provided with 

a pronounced capillary channel for a better sealing, the new 

Cardinal profile is distinguished by wide lines 

reminiscent of the shape of ceramic roofing tiles, with pronounced edges that differentiate it from 

the rest of the existing profiles of roofing tiles. 
 

The Cardinal roofing tile profile is the Wetterbest® solution for roofs, from simple to complex, with 

steep slopes or smoother slopes. It comes to give your roof a unique and elegant note and to 

complete the look of the house. 

Technical details 

Total 

width 

Useful 

width 

Roofing tile 

wave height 

Step 

height 
Laths distance 

Minimum 

length 

Maximum 

length 

Minimum 

slope 

Unit of 

sale 

1200 mm 1150 mm 25 mm 25 mm 350 mm 850 mm 6000 mm 140 (1:4) m2 

Material specifications 

PROJECTION TYPE 
LUCIOS 

(GLOSSY) 
MAT NEOMAT 30 SUPREM 50 

Specific weight (kg/m2) 3.45/ 3.98/ 4.45 3.45/ 3.98/ 4.45 4.45 4.45 

Material thickness (mm) 0.40/ 0.45/ 0.50 0.40/ 0.45/ 0.50 0.5 0.5 

Warranty (corrosion/colour) 10 / 10 years 15 / 15 years 30/30 years 50/25 years 

 

DIMENSIONAL TOLERANCES REFERENCE RAW MATERIAL REFERENCE 

Product SR EN 508-1: 2014 Hot dip galvanised steel SR EN 10346: 2015 

Material SR EN 10143: 2006 Organic coated steel SR EN 10169: 2011 +A1 : 2012 

SC Wetterbest SA 

str.Înfrățirii, nr. 142, Băicoi, Prahova, Romania 
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Materials 

Detail A 

COLOUR  

1200 mm (total width) 

1150 mm (useful width) 

LONGITUDINAL SECTION 

min/max length = 850-6000mm 

 


