
Wetterbest® W60 metal plate with trapezoidal profile, 
positively profiled and with a corrugation height of 60 
mm, is ideal for covering the industrial roofs. Negatively 
profiled, it is used for the construction of lost formwork.
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Realisation of coverings for industrial constructions and permanent lost formwork 
with a double role, functional and aesthetic.

PROJECTION TYPE GLOSSY MAT

Material thickness (mm) 0.50-0.60-0.75-1.00 0,50

Warranty (corrosion/colour) 10/10 15/15

Materials

DIMENSIONAL TOLERANCES REFERENCE

Product SR EN 508-1: 2014

Material SR EN 10143: 2006

RAW MATERIAL REFERENCE

Hot dip galvanised steel SR EN 10346: 2015

Organic coated steel SR EN 10169: 2011 +A1: 2012

Total
width

Useful
width

Corrugation 
height

Maximum 
length

905 mm 846 mm 60 mm 12000 mm

Technical details

Material specifications

ON EVERY HOUSE
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Positive Negative

905 mm (Total width) 905 mm (Total width)

846 mm (Useful width) 846 mm (Useful width)

Detail A.Detail A.

COLOUR COLOUR

Corrugated roof tile
Wetterbest® W60
SPECIFICATION SHEET


