
Technical details 

Material specifications 

Materials 

TECHNICAL SHEET 

Wetterbest® Click 

profiled metal sheet EN 14782 

In the field of roof production, Wetterbest® Click panels 
represent a modern solution, but also an optimal 
alternative for traditional roofs. Wetterbest® Click has fine 
and elegant lines on the surface of the profile, which 
brings a distinct note to the roof. It has an intelligent 
constructive way that facilitates the installation, the 
fastening with screws being a hidden one which brings an 
extra safety. 

Total width Useful width Profile height 
Minimum 

length 
Maximum 

length 
Minimum 

slope 
Sale unit 

540 mm 500 mm 29 mm 800 mm 8000 mm 80 m2 

PROJECTION TYPE GLOSSY MAT NEOMAT 30 SUPREM 50 

Specific weight (kg/m2) 4.45 3.98/ 4.45 4.45 4.45 

Material thickness (mm) 0.50 0.45/ 0.50 0.50 0.50 

Warranty (corrosion/colour) 10/10 years  15/15 years 30/30 years 50/25 years 

*Note: The weight mentioned in the sheet is theoretical, depending on the tolerances of the raw material.

DIMENSIONAL TOLERANCES REFERENCE 

Product SR EN 508-1:2014 

Material SR EN 10143:2006 

RAW MATERIAL REFERENCE 

Hot dip galvanised steel  SR EN 10346:2015 

Organic coated steel  SR EN 10169:2011 + A1 
     :2012 

540 mm (Total width) 

500 mm (Useful width) 

Detail A 

Colour 
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