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Metallic roofing tile 

Wetterbest® Colosseum 
The geometry of the Wetterbest® Colosseum roofing tile 

panels is slim and wide, features that help increase the 

strength of the profile, while ensuring a rapid water 

drainage capacity. 

Wetterbest® Colosseum has a contoured base, a property that facilitates a minimal overlap without loss of 

material. 

With a special, elegant and robust appearance at the same time, the Wetterbest Colosseum metallic roofing 

tile is suitable, especially, for covering roofs with large surfaces and various geometries. 

Technical details 

Total 
width 

Useful 
width 

Roofing tile 
wave height 

Step 
height 

Laths distance 
Minimum 

length 
Maximum 

length 
Minimum 

slope 
Unit of 
sale 

1160 mm 1045 mm 46 mm 25 mm 350 mm 450 mm 6000 mm 140 (1:4) m2 

PROJECTION TYPE 
LUCIOS 

(GLOSSY) 
MAT NEOMAT 30 

SUPREM 
(SUPREME) 

Specific weight (kg/m2)  4.45 3.98/ 4.45 4.45 4.45 

Material thickness (mm) 0.50 0.45/ 0.50 0.50 0.50

Warranty (corrosion/colour) 10/10 years 15/15 years 30/30 years 50/25 years 

Materials 

DIMENSIONAL TOLERANCES REFERENCE RAW MATERIAL REFERENCE 

Product SR EN 508-1:2014 Hot dip galvanised steel SR EN 10346:2015 

Material SR EN 10143:2006 Organic coated steel SR EN 10169:2011 +A1 : 2012 

Material specifications 

COLOUR 

1160 mm (total width) 

1045 mm (useful width) 

LONGITUDINAL SECTION 

min/max length = 450-6000mm 
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