
Wetterbest® W35 metal plate with trapezoidal profile, 
with a corrugation height of 35 mm, can be used for 
cladding works of the walls of industrial halls and roofs, 
for works of partition in the industrial, commercial and 
residential fields.
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W35 corrugated sheet panel has a low specific weight without negative effects on the 
durability of the construction, it is non-combustible and does not influence the fire 
resistance class of the construction.

Materials

DIMENSIONAL TOLERANCES REFERENCE

Product SR EN 508-1: 2014

Material SR EN 10143: 2006

RAW MATERIAL REFERENCE

Hot dip galvanised steel SR EN 10346: 2015

Organic coated steel SR EN 10169: 2011 +A1: 2012

Total
width

Useful
width

Corrugation 
height

Maximum 
length

1125 mm 1080 mm 35 mm 12000 mm

PROJECTION TYPE          GLOSSY MAT NEOMAT 30 SUPREM 50

Material thickness (mm)  0.45-0.5-0.6-0.75-1.00 0.45-0.50 0.50 0.50

Warranty (corrosion/colour) 10/10 15/15 30/30 50/25

Technical details

Material specifications
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max. 1125 mm (Total width) max. 1125 mm (Total width)

Detail A.Detail A.

1080 mm (Useful width) 1080 mm (Useful width)
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COLOUR

Corrugated roof tile
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